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                    Технічні характеристики Одиниці Значення
Номінальна потужність кВт 6
Споживання дров кг/год 2.0
ККД % 75
Теплові частки   
Скло одинарне/подвійне % 45 / 35
Корпус % 55 / 65
Водяний контур % -- / --
Необхідний тиск у димоході Па 10
Діаметр димоходу мм 160
Діаметр підведення повітря мм 100
Мін. площа конвекційної камери м.кв. 4.6
Мін. відстань до стін камери мм 60
Розмір вентиляц. отворів   
Вхідний см.кв. 600
Вихідний см.кв. 700
Розмір полін см 30
Вага (із ребристим шамотом 40мм) кг 144
Вага додаткового комплекту акумуляції кг 20.5
Можлива к-сть акумуляційних комплектів шт -
Збільшення габариту топки з акумуляцією
збоку / ззаду мм -- / --

Technical information Unit Value
Tested according to - -
Nominal heat power kW 6
Wood consumption kg/h 2.0
Efficiency % >80
Heat distribution   
     door glass (single / double) % 45 / 35
     fireplace insert % 55 / 65
     water circuit % --/ --
Required chimney pressure Pa 10
Chimney diametr mm 160
Combustion air connection mm 100
Minimum radiant area sq m 4.6
Minimum distance from the insulated areas mm 60
Minimum supply air grating cross-section sq cm 600
Minimum outgoing air grating cross-section sq cm 700
Log length cm 30
Weight fireplace with ribbed 40mm chamotte kg 144
Weight of one accumulation set kg 20.5
Maximum number of accumulation sets -
Increase in size with acumulation set
from the side / behind

mm -- / --


